
TECHNICAL DATA SHEET

Sico 771-333

CLEANER, BRIGHTENER AND CONDITIONER FOR WOOD
Water-based product, liquid
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Product Description
Cleaner, brightener and conditioner for exterior wood specially formulated to

restore original colour to any damaged, bare or treated wood surfaces that was

exposed to the effects of weather.

Removes grey fibres without altering the wood. Eliminates rust stains on wood,

masonry, composite materials, vinyl and aluminum sidings. Odourless, it is ideal

for preparing wood surface in order to improve penetration and adhesion of new

stain, coating or preservative. 

It can also be used to clean various contaminants off vinyl and aluminum

sidings.

Advantages
• Easy to use.

• Does not change the colour or the nature of the wood and restores its original

appearance.

• Cleans and opens the wood pores for maximum penetration and adhesion

of the stain.

• Odourless; does not leave any residues.

• Water rinsing.

• Environmentally safe biodegradable product. The product biodegradability

was determined in conformity with OECD Guideline No. 301.

Available Colour
771-333 Transparent

Projects
Environment

Exterior only.

Use

New and maintenance work.

Residential and commercial sites.

Horizontal and vertical surfaces: shingles, siding, wood decks, fences, doors,

windows, shutters, etc.

Surfaces

Bare or treated wood exposed to climatic conditions.

Notes

Protect adjacent surfaces that could be exposed to the product.

Surfaces may get slippery when wet.

Handle carefully: Wear rubber gloves, apron and protective glasses. Avoid

contact with skin and eyes.

Do not mix this product with other cleaners or with household bleach.

This product will not remove opaque stain or paint.

Do not mix with other paints or thinners.

Technical Specifications (21°C (70°F))

Appearance

Transparent

Gloss Level

Not applicable

• Gloss at 60°: Not applicable

• Gloss at 85°: Not applicable

Composition

• Diluent: Water

• Binder: None

• Active agent: Oxalic acid

Drying Time*

• Let surface dry at least 24 hours in warm dry

weather, before applying any exterior wood

stain, protector or finish coating.

Spreading Rate per Coat

3.78 L: From 150 to 185 m² (1700 to 2000 ft²)

once diluted
Coverage figures do not include loss due to surface
irregularities and porosity or material losses due to
application method or mixing.

Volatile Organic Compounds (VOCs)*

According to ASTM D3960-05: < 1 g/L

* No emission is detectable by the United States

Environmental Protection Agency (USEPA) Test

Method 24.

Solids by Volume* 3%

Flammability Non flammable

*Technical data source: 771-333

Limited Warranty: PPG Architectural Coatings Canada, Inc. warrants performance of

its products to its intended use if properly applied in accordance with the label directions

and the specifications of the technical data sheet. Having no control over the application

methods and conditions or the circumstances related to its use, no other warranty,

expressed or implied, statutory or otherwise is given. This limited warranty extends only

to the original purchaser of the product and is not transferable or assignable. If the product

fails to conform to this limited warranty, we will, at your option, furnish replacement product

or refund the purchase price. This limited warranty excludes (1) labour or costs of labour

for the application or removal of any product and (2) all other direct, indirect, incidental,

special or consequential damages.



Recommendations
Application Conditions

Temperature: 10 to 32°C (50 to 90°F)

(ideal 20°C ± 5°C [68°F ± 9°F])

Relative humidity: Ideal between 15 and 55%, maximum

85%.

Tools

• Large plastic mixing container, protective plastic drop

cloths, stiff bristle brush, garden hose with water pressure

nozzle, and pressure washer.

• Wear rubber gloves and safety goggles.

Cleaning Tools

Remove as much product quantity as possible and clean

tools with lukewarm soapy water immediately after use. 

Storage and Transportation

Keep in a dry and ventilated area, between 10 and 30°C

(50 and 86°F). Under such conditions, unopened

containers may be stored up to 3 years from manufacturing

date. PROTECT FROM FREEZING.

Disposal

Consult your municipality in order to dispose of residues

according to environmental regulations. Do not pour down

a drain or storm sewer.
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Safety Measures
Before use, be sure to read and follow the instructions and warnings on the label and Safety Data Sheet (SDS). For workplace use, an SDS

are available from your retailer, through our website or by calling 1-800-463-7426. Keep out of the reach of children. Use only in well-ventilated

area. Keep containers tightly closed and sealed until ready for use. Use personal protective equipment as required. Avoid contact with eyes,

skin or clothing. Avoid breathing spray mists.

CAUSES BURNS. DANGEROUS FUMES FORM WHEN MIXED WITH OTHER PRODUCTS. CONTENTS HARMFUL. Do not mix with

Alkali. Do not swallow. Handle with care. Use chemical-resistant, impervious gloves. Wear appropriate respirator when ventilation is

inadequate. 

FIRST AID TREATMENT: Contains: oxalic acid. If swallowed, call a Poison Control Centre or doctor immediately. Do not induce vomiting. If

in eyes, rinse with water for 15 minutes. If on skin, rinse well with water. If on clothes, remove clothes. If breathed in, move person to fresh

air. 

Emergency spill information: 1-514-645-1320 or 1-800-463-7426.

The PPG logo is a registered trademark of PPG Industries Ohio, Inc. Sico is a registered trademark of PPG

Architectural Finishes, Inc.

PPG Architectural Finishes, Inc. believes the technical data presented is currently accurate: however, no guarantee of accuracy, comprehensiveness, or performance is
given or implied. Improvements in coatings technology may cause future technical data to vary from what is in this bulletin. For complete, up-to-date technical information,
visit our web site or call 1-866-660-2220.

Surface Maintenance
Apply a protective coating on dry surfaces.

For more information, visit the website at www.sico.ca or call our customer service: 1-800-463-7426.

PRECAUTION: Dry sanding will give rise to dust and/or hazardous fumes. Wet sanding should be used wherever possible. Wear suitable

respiratory protective equipment when exposure cannot be avoided by adequate local ventilation. Clean up carefully with a HEPA vacuum

and a wet mop. Follow these instructions to control exposure to hazardous substances that may be released during surface preparation.

WARNING! If you scrape, sand, or remove old paint, you may release lead dust. LEAD IS TOXIC. EXPOSURE TO LEAD DUST OR FUMES

CAN CAUSE SERIOUS ILLNESS, SUCH AS BRAIN DAMAGE, ESPECIALLY IN CHILDREN. PREGNANT WOMEN SHOULD ALSO AVOID

EXPOSURE. Wear a properly fitted NIOSH-approved respirator and prevent skin contact to control lead exposure. Contact a regional Health

Canada office for more information.

Surface Preparation
Surfaces must be clean and dry.

Remove dirt, dust, oil, wax, and other surface contamination.

If wood exudes resin, scrape the excess and clean surface with alcohol or paint thinner.

Protect adjacent surfaces that could be exposed to the product. 

Be sure to protect nearby vegetation by spraying it with water before and after

treatment. 

– Before using the product, test colour fastness on a small surface.

Wet the surface to be treated before applying the product. 

Preparation of the mix 
Dilute 1 part of product in 4 parts water in a plastic container (Do not use a metal

container). Always add the product to water, and not the reverse. 

Stir diluted solution thoroughly. Avoid splashing. 

Application
Caution! The surfaces may become slippery when wet. 

Test on a small area to make sure the result is satisfactory. 

Apply generously and evenly with a paintbrush, a roller, a sprayer, a brush, or a mop. 

If necessary, reapply the solution to keep the surface wet. 

After 15 minutes, brush with a stiff brush. 

Rinse the area thoroughly with water using a pressure washer (max. 3400 kPa - 500 psi). 

Keep the sprinkling nozzle 30 cm (12 in) away from the surface for full treatment

efficiency. Repeat if necessary. 

Once dry, surfaces in bad condition can be sanded. If glossy spots are still noticeable,

sand surface along the grain of the wood using the appropriate sandpaper grits: 60-80

for floors or 80-120 for walls.
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